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LIGHTING  I  REFERENCES AND SPECIFICATIONS

VOLUMETRIC DETECTORS AND POWER ACTIVATORS  I  REFERENCES AND SPECIFICATIONS

GSM  MODEM I  REF. AND SPECS. UMTS/3G+ Router  I  REF. AND SPECS. Switches and WIFI hot-spots

Denomination F-IR-LED F-W-LED

Reference 870736, 870737, 870738, 870739 870741, 870742, 870743

Programming 
ON/OFF (AUTO)
Dusk and dawn

ON/OFF (AUTO)
Dusk and dawn

Coverage Up to 150 meters Up to 42 meters

Usage Indoor / Outdoor Indoor / Outdoor

Light models Invisible Visible

Light-beam coverage 10º-20º, 50º, 50º-100º, 120º-180º 30º-60º, 50º, 50º-100º

Denomination MODEM GSM

Reference 870724

Band 900/1800

Power Class 4 (2W) / Class 1 (1W)

Power supply From 3.3 a 4.8 Vdc

Operating temperature From 0ºC to 40ºC

Dimensions (mm) 54,5 x 36 x 36

Storage temperature From -10ºC to 50ºC

Interface RS-232

Denomination Router UMTS/3G+

Reference 870745

Bandwidth 850/900/1800/1900/2100

Power 12-24 Vdc, 110-240 Vac

Operating temperature From -20ºC to 55ºC

Dimensions (mm) 160 x 130 x 32

Interface Ethernet 10/100 BaseT

Denomination PIR- Detector ACT-POT

Reference 870718 870723

Power supply 9-15 V 115-220 Vac

Energy consumption 10mA / 20mA -

Stand-by / in operation

Coverage 10m / 120º -

Operating temperature From -10ºC to 55ºC From -10ºC to 55ºC

TAMPER switch 60V / 0,1A -

Alarm output 60V / 0,1A - N.A. / N.C. -

TRedess offers a wide range of network 
equipment, of which switches, WIFI 
hot-spots and state-of-the-art WiMAX 
equipment can be found.




